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GF Piping Systems

Katalog nowych 
zaworów kulowych      
546 Pro oraz 542
Oryginał właśnie stał się lepszy



Type 546 Pro

ecoFIT
Ball valve type 546 Pro
With fusion sockets PE100 metric

Model:
• Material: PVC-U/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

16 10 16 71 161 546 761 0.150 161 546 771 0.150
20 15 16 185 161 546 762 0.149 161 546 772 0.151
25 20 16 350 161 546 763 0.220 161 546 773 0.220
32 25 16 700 161 546 764 0.310 161 546 774 0.329
40 32 16 1000 161 546 765 0.550 161 546 775 0.550
50 40 16 1600 161 546 766 0.750 161 546 776 0.750
63 50 16 3100 161 546 767 1.360 161 546 777 1.360

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 93 82 56 25 35 47 M6 67 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 108 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 118 106 71 25 44 62 M6 82 1
40 84 95 44 15 136 131 85 45 57 74 M8 96 1 1∕4
50 97 102 51 15 147 131 89 45 57 74 M8 101 1 1∕2
63 124 117 64 15 168 152 101 45 66 86 M8 114 2



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots PE100 SDR11 metric

Model:
• Material: PVC-U/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

20 15 16 185 161 546 782 0.151 161 546 792 0.153
25 20 16 350 161 546 783 0.231 161 546 793 0.220
32 25 16 700 161 546 784 0.329 161 546 794 0.333
50 40 16 1600 161 546 786 0.817 161 546 796 0.826
40 32 16 1000 161 546 785 0.583 161 546 795 0.586
63 50 16 3100 161 546 787 1.505 161 546 797 1.517

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 74 30 12 134 105 65 25 44 62 M6 139
32 68 80 36 15 150 105 71 45 44 62 M8 146
50 97 95 44 15 170 131 85 45 57 74 M8 166
40 84 102 51 15 189 131 89 45 57 74 M8 185
63 124 117 64 15 219 152 101 70 66 86 M8 215



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots PE100 SDR17.6 metric

Model:
• Material: PVC-U/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

40 32 10 1000 161 546 805 0.582 161 546 815 0.550
50 40 10 1600 161 546 806 0.750 161 546 816 0.750
63 50 10 3100 161 546 807 1.605 161 546 817 1.501

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

40 84 95 44 15 170 131 85 45 57 74 M8 170
50 97 102 51 15 190 131 89 45 57 74 M8 186
63 124 117 64 15 219 152 101 70 66 86 M8 215



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots long
PE100 SDR11 metric

Model:
• Material: PVC-U/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Integrated stainless steel mounting inserts 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

20 15 16 185 161 546 822 0.162 161 546 832 0.150
25 20 16 350 161 546 823 0.248 161 546 833 0.220
32 25 16 700 161 546 824 0.362 161 546 834 0.310
40 32 16 1000 161 546 825 0.550 161 546 835 0.550
50 40 16 1600 161 546 826 0.886 161 546 836 0.750
63 50 16 3100 161 546 827 1.630 161 546 837 1.360
75 65 16 5000 161 546 828 3.651 161 546 838 5.000
90 80 16 7000 161 546 829 6.840 161 546 839 7.500

110 100 16 11000 161 546 830 8.860 161 546 840 11.800

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 193 82 56 25 35 47 M6 189
25 58 74 30 12 216 105 65 25 44 62 M6 213
32 68 80 36 12 223 105 71 25 44 62 M6 219
40 84 95 44 15 249 131 85 45 57 74 M8 245
50 97 102 51 15 271 131 89 45 57 74 M8 267
63 124 117 64 15 320 152 101 45 66 86 M8 316
75 166 150 85 15 387 269 136 70 64 206 M8 391
90 200 161 105 15 421 269 141 70 64 206 M8 425

110 238 178 123 22 484 319 164 120 64 256 M12 488



Type 546 Pro

ecoFIT
Ball valve type 546 Pro
With fusion sockets PE100 metric

Model:
• Material: PP-H/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

16 10 10 71 167 546 161 0.120 167 546 171 0.120
20 15 10 185 167 546 162 0.120 167 546 172 0.120
25 20 10 350 167 546 163 0.180 167 546 173 0.180
32 25 10 700 167 546 164 0.258 167 546 174 0.260
40 32 10 1000 167 546 165 0.450 167 546 175 0.450
50 40 10 1600 167 546 166 0.630 167 546 176 0.630
63 50 10 3100 167 546 167 1.113 167 546 177 1.195

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 93 82 56 25 35 47 M6 67 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 108 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 118 106 71 25 44 62 M6 82 1
40 84 95 44 15 136 131 85 45 57 74 M8 96 1 1∕4
50 97 102 51 15 147 131 89 45 57 74 M8 101 1 1∕2
63 124 117 64 15 168 152 101 45 66 86 M8 114 2



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots PE100 SDR11 metric

Model:
• Material: PP-H/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

20 15 10 185 167 546 142 0.120 167 546 152 0.120
25 20 10 350 167 546 143 0.184 167 546 153 0.180
32 25 10 700 167 546 144 0.262 167 546 154 0.255
40 32 10 1000 167 546 145 0.440 167 546 155 0.440
50 40 10 1600 167 546 146 0.637 167 546 156 0.620
63 50 10 3100 167 546 147 1.176 167 546 157 1.200

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 74 30 12 143 105 65 25 44 62 M6 139
32 68 80 36 12 150 105 71 25 44 62 M6 146
40 84 95 44 15 170 131 85 45 57 74 M8 166
50 97 102 51 15 189 131 89 45 57 74 M8 185
63 124 117 64 15 219 152 101 45 66 86 M8 215



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots long
PE100 SDR11 metric

Model:
• Material: PP-H/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

20 15 10 185 167 546 282 0.131 167 546 292 0.130
25 20 10 350 167 546 283 0.195 167 546 293 0.195
32 25 10 700 167 546 284 0.285 167 546 294 0.280
40 32 10 1000 167 546 285 0.485 167 546 295 0.485
50 40 10 1600 167 546 286 0.703 167 546 296 0.695
63 50 10 3100 167 546 287 1.296 167 546 297 1.309
75 65 10 5000 167 546 288 2.788 167 546 298 3.900
90 80 10 7000 167 546 289 5.569 167 546 299 5.900

110 100 10 11000 167 546 290 9.300 167 546 300 9.300

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 193 82 56 25 35 47 M6 189
25 58 74 30 12 217 105 65 25 44 62 M6 213
32 68 80 36 12 223 105 71 25 44 62 M6 219
40 84 95 44 15 249 131 85 45 57 74 M8 245
50 97 102 51 15 271 131 89 45 57 74 M8 267
63 124 117 64 15 320 152 101 45 66 86 M8 316
75 166 150 85 15 387 269 136 70 64 206 M8 391
90 200 161 105 15 421 269 141 70 64 206 M8 425

110 238 178 123 22 484 319 164 120 64 256 M12 488



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots PE100 SDR17.6 metric

Model:
• Material: PP-H/PE
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

50 40 6 1600 167 546 126 0.620 167 546 136 0.620
63 50 6 3100 167 546 127 1.200 167 546 137 1.200

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

50 97 102 51 15 190 131 89 45 57 74 M8 186
63 124 117 64 15 219 152 101 70 66 86 M8 215



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots long
PE100 SDR17,6 metric

Model:
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

65 10 5000 167 546 808 6.352 167 546 818 5.417
80 10 7000 167 546 809 7.907 167 546 819 7.941

100 10 11000 167 546 810 10.896 167 546 820 9.928

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

185 145 18 266 85 15 269 136 290 70 64 206 M8
200 160 18 235 105 15 269 141 310 70 64 206 8
220 180 18 301 123 22 319 164 350 120 64 256 M12



ecoFIT
Ball valve type 546 Pro
With butt fusion spigots long
PE100 SDR17,6 metric

Model:
• Material: PP-H/PE
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

75 65 10 5000 167 546 308 3.003 167 546 318 3.900
90 80 10 7000 167 546 309 5.800 167 546 319 2.026

110 100 10 11000 167 546 310 9.200 167 546 320 9.200

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

75 166 150 85 15 386 269 136 70 64 206 8 382
90 200 161 105 15 421 270 141 70 64 206 8

110 238 178 123 22 484 319 164 120 64 256 12 480



Ball valve type 546 Pro PVC-U
With solvent cement sockets metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

Size
(inch)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 3∕8 10 16 71 161 546 061 1 0.153 161 546 071 1 0.156
20 1∕2 15 16 185 161 546 062 1 0.156 161 546 072 1 0.158
25 3∕4 20 16 350 161 546 063 1 0.240 161 546 073 1 0.242
32 1 25 16 700 161 546 064 1 0.343 161 546 074 1 0.345
40 1 1∕4 32 16 1000 161 546 065 1 0.610 161 546 075 1 0.615
50 1 1∕2 40 16 1600 161 546 066 1 0.838 161 546 076 1 0.844
63 2 50 16 3100 161 546 067 1 1.537 161 546 077 1 1.552
75 2 1∕2 65 16 5000 161 546 068 1 4.343 161 546 078 1 3.563
90 80 16 7000 161 546 069 1 6.184 161 546 079 1 5.376

110 100 16 11000 161 546 070 1 8.642 161 546 080 1 11.600

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 92 82 56 25 35 47 M6 68
20 50 61 27 12 95 82 56 25 35 47 M6 67
25 58 74 30 12 110 106 65 25 44 62 M6 76
32 68 80 36 12 123 106 71 25 44 62 M6 82
40 84 95 44 15 146 131 85 45 57 74 M8 98
50 97 102 51 15 157 131 89 45 57 74 M8 99
63 124 117 64 15 183 152 101 45 66 86 M8 111
75 166 150 85 15 233 270 136 70 64 206 M8 148
90 200 161 105 15 255 270 141 70 64 206 M8 156

110 238 178 123 22 301 320 164 120 64 256 M12 178



Ball valve type 546 Pro PVC-U
With solvent cement sockets metric

Model:
• Silicon free
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Threaded valve ends are only enclosed and reduce Pressure Rating to PN10 for DN10/15-50 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 161 546 841 1 0.159 161 546 851 1 0.159
20 15 16 185 161 546 842 1 0.159 161 546 852 1 0.159
25 20 16 350 161 546 843 1 0.244 161 546 853 1 0.244
32 25 16 700 161 546 844 1 0.344 161 546 854 1 0.344
40 32 16 1000 161 546 845 1 0.615 161 546 855 1 0.615
50 40 16 1600 161 546 846 1 0.815 161 546 856 1 0.815
63 50 16 3100 161 546 847 1 1.470 161 546 857 1 1.470
75 65 16 5000 161 546 848 1 4.900 161 546 858 1 4.900
90 80 16 7000 161 546 849 1 7.400 161 546 859 1 7.400

110 100 16 11000 161 546 850 1 11.500 161 546 860 1 11.500

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

Size
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2 2
75 166 150 85 15 234 270 136 70 64 206 M8 148 2 1∕2 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 163 3 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4 4



Ball valve type 546 Pro PVC-U
With solvent cement spigots metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 161 546 721 1 0.157 161 546 731 1 0.157
20 15 16 185 161 546 722 1 0.157 161 546 732 1 0.157
25 20 16 350 161 546 723 1 0.242 161 546 733 1 0.242
32 25 16 700 161 546 724 1 0.359 161 546 734 1 0.347
40 32 16 1000 161 546 725 1 0.620 161 546 735 1 0.620
50 40 16 1600 161 546 726 1 0.869 161 546 736 1 0.845
63 50 16 3100 161 546 727 1 1.550 161 546 737 1 1.550
75 65 16 5000 161 546 728 1 3.689 161 546 738 1 5.100
90 80 16 7000 161 546 729 1 5.512 161 546 739 1 7.500

110 100 16 11000 161 546 730 1 11.900 161 546 740 1 11.900

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 114 82 56 25 35 47 M6 90
20 50 61 27 12 124 82 56 25 35 47 M6 96
25 58 74 30 12 143 105 65 25 44 62 M6 109
32 68 80 36 15 154 105 71 45 44 62 M8 114
40 84 95 44 15 174 131 85 45 57 74 M8 126
50 97 102 51 15 193 131 89 45 57 74 M8 135
63 124 117 64 15 223 152 101 70 66 86 M8 151
75 166 150 85 15 284 269 136 70 64 206 M8 199
90 200 161 105 15 301 269 141 70 64 206 M8 202

110 238 178 123 22 340 319 164 120 64 256 M12 221



Ball valve type 546 Pro PVC-U
With threaded sockets Rp

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

Rp
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 10 71 161 546 741 1 0.152 161 546 751 1 0.152
1∕2 20 15 10 185 161 546 742 1 0.159 161 546 752 1 0.152
3∕4 25 20 10 350 161 546 743 1 0.242 161 546 753 1 0.232
1 32 25 10 700 161 546 744 1 0.352 161 546 754 1 0.332

1 1∕4 40 32 10 1000 161 546 745 1 0.605 161 546 755 1 0.605
1 1∕2 50 40 10 1600 161 546 746 1 0.805 161 546 756 1 0.805

2 63 50 10 3100 161 546 747 1 1.580 161 546 757 1 1.465
2 1∕2 75 65 10 5000 161 546 748 1 5.000 161 546 758 1 5.000

3 90 80 10 7000 161 546 749 1 6.300 161 546 759 1 7.500
4 110 100 10 11000 161 546 750 1 11.700 161 546 760 1 11.700

Rp
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 95 82 56 25 35 47 M6 73
1∕2 50 61 27 12 100 82 56 25 35 47 M6 71
3∕4 58 74 30 12 114 106 65 25 44 62 M6 82
1 68 80 36 12 127 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 104
1 1∕2 97 102 51 15 152 131 89 45 57 74 M8 110

2 124 117 64 15 176 152 101 45 66 86 M8 125
2 1∕2 166 150 85 15 233 270 136 70 64 206 M8 176

3 200 161 105 15 254 270 141 70 64 206 M8 191
4 238 178 123 22 301 320 164 120 64 256 M12 211



Ball valve type 546 Pro PVC-U
With backing flanges PVC-U metric

Model:
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501 
Option:
• Pneumatic or electric actuators from GF
• Multifunctional module with integrated limit switches (DN65-100)
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 10 5000 161 546 108 1 4.764 161 546 118 1 7.200
90 80 10 7000 161 546 109 1 6.983 161 546 119 1 7.008

110 100 10 11000 161 546 110 1 11.879 161 546 120 1 16.500

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 M8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 238 180 18 301 123 22 319 164 350 120 64 256 M12



Ball valve type 546 Pro PVC-U
With backing flanges PP-st metric

Model:
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501
• Hole circle PN10 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 16 5000 161 546 948 1 9.100 161 546 958 1 9.100
90 80 16 7000 161 546 949 1 12.400 161 546 959 1 12.400

110 100 16 11000 161 546 950 1 13.825 161 546 960 1 18.500

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 M8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 238 180 18 301 123 22 319 164 350 120 64 256 M12



Type 546 Pro

Ball valve type 546 Pro PVC-U SF
With backing flanges PVC-U metric

Model:
• Silicon free
• For easy installation and removal
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 10 5000 161 546 128 1 7.200 161 546 138 1 7.200
90 80 10 7000 161 546 129 1 10.600 161 546 139 1 10.600

110 100 10 11000 161 546 130 1 16.500 161 546 140 1 16.500

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 M8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 220 180 18 301 123 22 319 164 350 120 64 256 12



Ball valve type 546 Pro PVC-U SF
With solvent cement sockets metric

Model:
• Silicon free
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 161 546 601 1 0.150 161 546 611 1 0.150
20 15 16 185 161 546 602 1 0.150 161 546 612 1 0.150
25 20 16 350 161 546 603 1 0.230 161 546 613 1 0.230
32 25 16 700 161 546 604 1 0.343 161 546 614 1 0.330
40 32 16 1000 161 546 605 1 0.599 161 546 615 1 0.603
50 40 16 1600 161 546 606 1 0.800 161 546 616 1 0.800
63 50 16 3100 161 546 607 1 1.522 161 546 617 1 1.460
75 65 16 5000 161 546 608 1 3.792 161 546 618 1 4.900
90 80 16 7000 161 546 609 1 7.400 161 546 619 1 7.400

110 100 16 11000 161 546 610 1 11.600 161 546 620 1 11.600

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2
75 166 150 85 15 233 270 136 70 64 206 M8 148 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 156 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4



Ball valve type 546 Pro PVC-U OF
With threaded sockets Rc

Model:
• Oil free
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

Rc
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

1∕2 20 15 10 185 161 546 522 1 0.155 161 546 532 1 0.160
3∕4 25 20 10 350 161 546 523 1 0.240 161 546 533 1 0.240
1 32 25 10 700 161 546 524 1 0.345 161 546 534 1 0.345

1 1∕4 40 32 10 1000 161 546 525 1 0.610 161 546 535 1 0.610
1 1∕2 50 40 10 1600 161 546 526 1 0.835 161 546 536 1 0.835

2 63 50 10 3100 161 546 527 1 1.520 161 546 537 1 1.520
2 1∕2 75 65 10 5000 161 546 528 1 5.000 161 546 538 1 5.000

3 90 80 10 7000 161 546 529 1 7.500 161 546 539 1 7.500
4 110 100 10 11000 161 546 530 1 11.700 161 546 540 1 11.700

Rc
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

1∕2 50 61 27 12 100 82 56 25 35 47 M6 70
3∕4 58 74 30 12 114 106 65 25 44 62 M6 82
1 68 80 36 12 127 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 102
1 1∕2 97 102 51 15 152 131 89 45 57 74 M8 108

2 124 117 64 15 176 152 101 45 66 86 M8 122
2 1∕2 166 150 85 15 233 270 136 70 64 206 M8 177

3 200 161 105 15 254 270 141 70 64 206 M8 191
4 238 178 123 22 301 320 164 120 64 256 M12 211



Ball valve type 546 Pro PVC-C
With solvent cement sockets metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 163 546 061 1 0.160 163 546 071 1 0.160
20 15 16 185 163 546 062 1 0.169 163 546 072 1 0.160
25 20 16 350 163 546 063 1 0.255 163 546 073 1 0.245
32 25 16 700 163 546 064 1 0.370 163 546 074 1 0.373
40 32 16 1000 163 546 065 1 0.648 163 546 075 1 0.658
50 40 16 1600 163 546 066 1 0.894 163 546 076 1 0.890
63 50 16 3100 163 546 067 1 1.653 163 546 077 1 1.662
75 65 16 5000 163 546 068 1 3.552 163 546 078 1 4.122
90 80 16 7000 163 546 069 1 6.646 163 546 079 1 6.698

110 100 16 11000 163 546 070 1 9.697 163 546 080 1 12.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2
75 166 150 85 15 233 270 136 70 64 206 M8 148 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 156 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4



Ball valve type 546 Pro PVC-C
With solvent cement spigots metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 163 546 381 1 0.162 163 546 391 1 0.162
20 15 16 185 163 546 382 1 0.162 163 546 392 1 0.162
25 20 16 350 163 546 383 1 0.247 163 546 393 1 0.247
32 25 16 700 163 546 384 1 0.367 163 546 394 1 0.367
40 32 16 1000 163 546 385 1 0.665 163 546 395 1 0.665
50 40 16 1600 163 546 386 1 0.895 163 546 396 1 0.895
63 50 16 3100 163 546 387 1 1.655 163 546 397 1 1.655
75 65 16 5000 163 546 388 1 5.500 163 546 398 1 5.500
90 80 16 7000 163 546 389 1 8.200 163 546 399 1 8.200

110 100 16 11000 163 546 390 1 12.900 163 546 400 1 12.900

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 114 82 56 25 35 47 M6 90
20 50 61 27 12 124 82 56 25 35 47 M6 96
25 58 74 30 12 143 105 65 25 44 62 M6 109
32 68 80 36 15 154 105 71 45 44 62 M6 114
40 84 95 44 15 174 131 85 45 57 74 M8 126
50 97 102 51 15 193 131 89 45 57 74 M8 135
63 124 117 64 15 223 152 101 70 66 86 M8 151
75 166 150 85 15 284 269 136 70 64 206 M8 199
90 200 161 105 15 301 269 141 70 64 206 M8 202

110 238 178 123 22 340 319 164 120 64 256 M12 221



Ball valve type 546 Pro PVC-C
With threaded sockets Rp

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

Rp
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 10 71 163 546 401 1 0.162 163 546 411 1 0.162
1∕2 20 15 10 185 163 546 402 1 0.162 163 546 412 1 0.162
3∕4 25 20 10 350 163 546 403 1 0.247 163 546 413 1 0.247
1 32 25 10 700 163 546 404 1 0.367 163 546 414 1 0.367

1 1∕4 40 32 10 1000 163 546 405 1 0.665 163 546 415 1 0.665
1 1∕2 50 40 10 1600 163 546 406 1 0.895 163 546 416 1 0.895

2 63 50 10 3100 163 546 407 1 1.655 163 546 417 1 1.655
2 1∕2 75 65 10 5000 163 546 408 1 5.400 163 546 418 1 5.400

3 90 80 10 7000 163 546 409 1 8.100 163 546 419 1 8.100
4 110 100 10 11000 163 546 410 1 12.700 163 546 420 1 12.700

Rp
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 95 82 56 25 35 47 M6 73
1∕2 50 61 27 12 100 82 56 25 35 47 M6 71
3∕4 58 74 30 12 114 106 65 25 44 62 M6 82
1 68 80 36 12 127 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 104
1 1∕2 97 102 51 15 152 131 89 45 57 74 M8 110

2 124 117 64 15 176 152 101 45 66 86 M8 125
2 1∕2 166 150 85 15 233 270 136 70 64 206 M8 176

3 200 161 105 15 254 270 141 70 64 206 M8 191
4 238 178 123 22 301 320 164 120 64 256 M12 226



Ball valve type 546 Pro PVC-C
With backing flanges PP-st metric

Model:
• Silicon free
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501
• Hole circle PN10 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 16 5000 163 546 108 1 6.000 163 546 118 1 6.546
90 80 16 7000 163 546 109 1 9.501 163 546 119 1 9.320

110 100 16 11000 163 546 110 1 14.200 163 546 120 1 14.200

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 M8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 220 180 18 178 123 22 320 164 350 120 64 256 M12



Ball valve type 546 Pro PVC-C SF
With solvent cement sockets metric

Model:
• Silicone free/paint-compatible
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 16 71 163 546 601 1 0.160 163 546 611 1 0.160
20 15 16 185 163 546 602 1 0.160 163 546 612 1 0.160
25 20 16 350 163 546 603 1 0.245 163 546 613 1 0.245
32 25 16 700 163 546 604 1 0.365 163 546 614 1 0.365
40 32 16 1000 163 546 605 1 0.660 163 546 615 1 0.660
50 40 16 1600 163 546 606 1 0.890 163 546 616 1 0.890
63 50 16 3100 163 546 607 1 1.650 163 546 617 1 1.650
75 65 16 5000 163 546 608 1 5.300 163 546 618 1 5.400
90 80 16 7000 163 546 609 1 8.000 163 546 619 1 8.100

110 100 16 11000 163 546 610 1 12.700 163 546 620 1 12.800

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2
75 166 150 85 15 233 270 136 70 64 206 M8 148 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 156 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4



Ball valve type 546 Pro ABS
With solvent cement sockets metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

16 10 10 71 169 546 061 1 0.112
20 15 10 185 169 546 062 1 0.114
25 20 10 350 169 546 063 1 0.188
32 25 10 700 169 546 064 1 0.272
40 32 10 1000 169 546 065 1 0.481
50 40 10 1600 169 546 066 1 0.657
63 50 10 3100 169 546 067 1 1.200
75 65 10 5000 169 546 068 1 3.463
90 80 10 7000 169 546 069 1 5.700

110 100 10 11000 169 546 070 1 6.985

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2
75 166 150 85 15 233 270 136 70 64 206 M8 148 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 156 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4



Ball valve type 546 Pro ABS
With threaded sockets Rp

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

Rp
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

3∕8 16 10 10 71 169 546 021 1 0.112
1∕2 20 15 10 185 169 546 022 1 0.114
3∕4 25 20 10 350 169 546 023 1 0.178
1 32 25 10 700 169 546 024 1 0.258

1 1∕4 40 32 10 1000 169 546 025 1 0.457
1 1∕2 50 40 10 1600 169 546 026 1 0.642

2 63 50 10 3100 169 546 027 1 1.175

Rp
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 95 82 56 25 35 47 M6 73
1∕2 50 61 27 12 100 82 56 25 35 47 M6 71
3∕4 58 74 30 12 114 106 65 25 44 62 M6 82
1 68 80 36 12 127 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 104
1 1∕2 97 102 51 15 152 131 89 45 57 74 M8 110

2 124 117 64 15 176 152 101 45 66 86 M8 125



Ball valve type 546 Pro ABS SF
With solvent cement sockets metric

Model:
• Silicon free
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

16 10 10 71 169 546 601 1 0.112
20 15 10 185 169 546 602 1 0.114
25 20 10 350 169 546 603 1 0.178
32 25 10 700 169 546 604 1 0.258
40 32 10 1000 169 546 605 1 0.457
50 40 10 1600 169 546 606 1 0.642
63 50 10 3100 169 546 607 1 1.175
75 65 10 5000 169 546 608 1 3.900
90 80 10 7000 169 546 609 1 5.700

110 100 10 11000 169 546 610 1 9.100

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 92 82 56 25 35 47 M6 68 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 110 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 123 106 71 25 44 62 M6 82 1
40 84 95 44 15 146 131 85 45 57 74 M8 98 1 1∕4
50 97 102 51 15 157 131 89 45 57 74 M8 99 1 1∕2
63 124 117 64 15 183 152 101 45 66 86 M8 111 2
75 166 150 85 15 233 270 136 70 64 206 M8 148 2 1∕2
90 200 161 105 15 255 270 141 70 64 206 M8 156 3

110 238 178 123 22 301 320 164 120 64 256 M12 178 4



PROGEF Standard
Ball valve type 546 Pro
With fusion sockets metric

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

FKM
Code

Weight
(kg)

16 10 10 71 167 546 401 0.119 167 546 411 0.115
20 15 10 185 167 546 402 0.120 167 546 412 0.123
25 20 10 350 167 546 403 0.188 167 546 413 0.184
32 25 10 700 167 546 404 0.256 167 546 414 0.258
40 32 10 1000 167 546 405 0.444 167 546 415 0.451
50 40 10 1600 167 546 406 0.608 167 546 416 0.617
63 50 10 3100 167 546 407 1.108 167 546 417 1.130
75 65 10 5000 167 546 408 3.322 167 546 418 3.335
90 80 10 7000 167 546 409 4.701 167 546 419 5.500

110 100 10 11000 167 546 410 7.276 167 546 420 8.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 93 82 56 25 35 47 M6 67
20 50 61 27 12 95 82 56 25 35 47 M6 67
25 58 74 30 12 108 106 65 25 44 62 M6 76
32 68 80 36 12 118 106 71 25 44 62 M6 82
40 84 95 44 15 137 131 85 45 57 74 M8 97
50 97 102 51 15 147 131 89 45 57 74 M8 101
63 124 117 64 15 168 152 101 45 66 86 M8 114
75 166 150 85 15 233 270 136 70 64 206 M8 171
90 200 161 105 15 253 270 141 70 64 206 M8 183

110 238 178 123 22 293 320 164 120 64 256 M12 211



PROGEF Standard
Ball valve type 546 Pro
With socket fusion spigots metric

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 10 71 167 546 041 1 0.120 167 546 051 1 0.120
20 15 10 185 167 546 042 1 0.120 167 546 052 1 0.120
25 20 10 350 167 546 043 1 0.180 167 546 053 1 0.180
32 25 10 700 167 546 044 1 0.266 167 546 054 1 0.260
40 32 10 1000 167 546 045 1 0.450 167 546 055 1 0.450
50 40 10 1600 167 546 046 1 0.635 167 546 056 1 0.640
63 50 10 3100 167 546 047 1 1.174 167 546 057 1 1.210
75 65 10 5000 167 546 048 1 3.800 167 546 058 1 3.800
90 80 10 7000 167 546 049 1 5.600 167 546 059 1 5.600

110 100 10 11000 167 546 050 1 8.800 167 546 060 1 8.800

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 110 82 56 25 35 47 M6 88
20 50 61 27 12 120 82 56 25 35 47 M6 96
25 58 74 30 12 139 105 65 25 44 62 M6 111
32 68 80 36 15 150 105 71 25 44 62 M8 118
40 84 95 44 15 170 131 85 45 57 74 M8 133
50 97 102 51 15 189 131 89 45 57 74 M8 147
63 124 117 64 15 219 152 101 70 66 87 M8 169
75 166 150 85 15 280 269 136 70 64 206 M8 184
90 200 161 105 15 296 269 141 70 64 206 M8 199

110 238 178 123 22 336 319 164 120 64 256 M12 226



PROGEF Standard
Ball valve type 546 Pro
With threaded sockets reinforced Rp

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

Rp
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 10 71 167 546 021 1 0.120 167 546 031 1 0.120
1∕2 20 15 10 185 167 546 022 1 0.130 167 546 032 1 0.120
3∕4 25 20 10 350 167 546 023 1 0.180 167 546 033 1 0.180
1 32 25 10 700 167 546 024 1 0.282 167 546 034 1 0.270

1 1∕4 40 32 10 1000 167 546 025 1 0.460 167 546 035 1 0.460
1 1∕2 50 40 10 1600 167 546 026 1 0.635 167 546 036 1 0.635

2 63 50 10 3100 167 546 027 1 1.190 167 546 037 1 1.190

Rp
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 96 82 56 25 35 47 M6 74
1∕2 50 61 27 12 99 82 56 25 35 45 M6 70
3∕4 58 74 30 12 111 106 65 25 44 62 M6 79
1 68 80 36 12 126 106 71 25 44 62 M6 88

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 104
1 1∕2 97 102 51 15 157 131 89 45 57 74 M8 115

2 124 117 64 15 183 152 101 45 66 86 M8 132



PROGEF Standard
Ball valve type 546 Pro
With threaded sockets reinforced NPT

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 
NPT
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 10 71 167 546 321 1 0.120 167 546 331 1 0.120
1∕2 20 15 10 185 167 546 322 1 0.128 167 546 332 1 0.120
3∕4 25 20 10 350 167 546 323 1 0.180 167 546 333 1 0.180
1 32 25 10 700 167 546 324 1 0.270 167 546 334 1 0.270

1 1∕4 40 32 10 1000 167 546 325 1 0.460 167 546 335 1 0.460
1 1∕2 50 40 10 1600 167 546 326 1 0.635 167 546 336 1 0.635

2 63 50 10 3100 167 546 327 1 1.204 167 546 337 1 1.190

NPT
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 96 82 56 25 35 47 M6 74
1∕2 50 61 27 12 99 82 56 25 35 47 M6 70
3∕4 58 74 30 12 111 106 65 25 44 62 M6 81
1 68 80 36 12 126 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 106
1 1∕2 97 102 51 15 157 131 89 45 57 74 M8 117

2 124 117 64 15 183 152 101 45 66 86 M8 141



PROGEF Standard
Ball valve type 546 Pro
With butt fusion IR-Plus SDR11 metric

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

20 15 10 185 167 546 442 1 0.121 167 546 452 1 0.123
25 20 10 350 167 546 443 1 0.183 167 546 453 1 0.185
32 25 10 700 167 546 444 1 0.260 167 546 454 1 0.263
40 32 10 1000 167 546 445 1 0.454 167 546 455 1 0.456
50 40 10 1600 167 546 446 1 0.633 167 546 456 1 0.642
63 50 10 3100 167 546 447 1 1.151 167 546 457 1 1.180
75 65 10 5000 167 546 448 1 2.822 167 546 458 1 2.602
90 80 10 7000 167 546 449 1 4.717 167 546 459 1 5.500

110 100 10 11000 167 546 450 1 6.171 167 546 460 1 8.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 74 30 12 143 105 65 25 44 62 M6 139
32 68 80 36 12 150 105 71 25 44 62 M8 146
40 84 95 44 15 171 131 85 45 57 74 M8 167
50 97 102 51 15 190 131 89 45 57 74 M8 186
63 124 117 64 15 220 152 101 45 66 86 M8 216
75 166 150 85 15 266 269 136 70 64 206 M8 270
90 200 161 105 15 264 269 141 70 64 206 M8 268

110 238 178 123 22 301 319 164 120 64 256 M12 305



PROGEF Standard
Ball valve type 546 Pro
With butt fusion spigots long SDR11 metric

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

20 15 10 185 167 546 262 1 0.130 167 546 272 1 0.130
25 20 10 350 167 546 263 1 0.195 167 546 273 1 0.195
32 25 10 700 167 546 264 1 0.280 167 546 274 1 0.280
40 32 10 1000 167 546 265 1 0.492 167 546 275 1 0.480
50 40 10 1600 167 546 266 1 0.691 167 546 276 1 0.700
63 50 10 3100 167 546 267 1 1.274 167 546 277 1 1.288

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 194 82 56 25 35 47 M6 198
25 58 74 30 12 217 105 65 25 44 62 M6 221
32 68 80 36 12 224 105 71 25 44 62 M6 228
40 84 95 44 15 250 131 85 45 57 74 M8 254
50 97 102 51 15 272 131 89 45 57 74 M8 276
63 124 117 64 15 321 152 101 45 66 87 M8 325



PROGEF Standard
Ball valve type 546 Pro
With fixed flanges  serrated

Model:
• Material: PP-H
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

Size
(inch)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

20 1∕2 15 10 185 167 546 182 1 0.245 167 546 192 1 0.245
25 3∕4 20 10 350 167 546 183 1 0.345 167 546 193 1 0.345
32 1 25 10 700 167 546 184 1 0.492 167 546 194 1 0.495
40 1 1∕4 32 10 1000 167 546 185 1 0.820 167 546 195 1 0.824
50 1 1∕2 40 10 1600 167 546 186 1 1.052 167 546 196 1 1.066
63 2 50 10 3100 167 546 187 1 1.751 167 546 197 1 1.751

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

20 94 65 14 87 27 12 120 82 56 130 25 35 47 M6
25 103 75 14 104 30 12 139 105 65 149 25 44 62 M6
32 115 85 14 115 36 12 150 105 71 160 25 44 62 M6
40 138 100 18 139 44 15 170 131 85 179 45 57 74 M8
50 148 110 18 152 51 15 189 131 89 197 45 57 74 M8
63 163 125 18 181 64 15 219 152 101 227 45 66 86 M8



PROGEF Standard
Ball valve type 546 Pro
With butt fusion spigots SDR17.6 metric

Model:
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

Weight
(kg)

SP FKM
Code

Weight
(kg)

SP

40 32 6 1000 167 546 065 0.450 1
50 40 6 1600 167 546 066 0.635 1 167 546 076 0.635 1
63 50 6 3100 167 546 067 1.159 1 167 546 077 1.200 1
75 65 6 5000 167 546 068 2.575 1 167 546 078 3.387 1
90 80 6 7000 167 546 069 4.731 1 167 546 079 5.500 1

110 100 6 11000 167 546 070 8.600 1 167 546 080 8.600 1

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

40 84 95 44 15 171 131 85 45 57 74 M8 171
50 97 102 51 15 191 131 89 45 57 74 M8 191
63 124 117 64 15 219 152 101 70 66 86 M8 219
75 166 150 85 15 266 269 136 70 64 206 M8 266
90 200 161 105 15 264 269 141 70 64 206 M8 264

110 238 178 123 22 226 319 164 120 64 256 M12 336



PROGEF Standard
Ball valve type 546 Pro
With backing flanges PP-st metric

Model:
• Material: PP-H
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501
• Hole circle PN10 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 10 5000 167 546 808 1 6.352 167 546 818 1 5.417
90 80 10 7000 167 546 809 1 7.907 167 546 819 1 7.941

110 100 10 11000 167 546 810 1 10.896 167 546 820 1 9.928

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 220 180 18 301 123 22 319 164 350 120 64 256 12



PROGEF Plus silicone free
Ball valve type 546 Pro
With fusion sockets metric

Model:
• Material: PP-H / silicone free cleaned
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Double bagged 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 10 71 167 546 601 1 0.115 167 546 611 1 0.115
20 15 10 185 167 546 602 1 0.121 167 546 612 1 0.115
25 20 10 350 167 546 603 1 0.180 167 546 613 1 0.180
32 25 10 700 167 546 604 1 0.255 167 546 614 1 0.255
40 32 10 1000 167 546 605 1 0.440 167 546 615 1 0.440
50 40 10 1600 167 546 606 1 0.610 167 546 616 1 0.610
63 50 10 3100 167 546 607 1 1.145 167 546 617 1 1.145
75 65 10 5000 167 546 608 1 3.700 167 546 618 1 3.700
90 80 10 7000 167 546 609 1 5.500 167 546 619 1 5.500

110 100 10 11000 167 546 610 1 8.700 167 546 620 1 8.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 50 61 27 12 93 82 56 25 35 47 M6 67 3∕8
20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 108 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 118 106 71 25 44 62 M6 82 1
40 84 95 44 15 137 131 85 45 57 74 M8 97 1 1∕4
50 97 102 51 15 147 131 89 45 57 74 M8 101 1 1∕2
63 124 117 64 15 168 152 101 45 66 86 M8 114 2
75 166 150 85 15 233 270 136 70 64 206 M8 171 2 1∕2
90 200 161 105 15 253 270 141 70 64 206 M8 183 3

110 238 178 123 22 293 320 164 120 64 256 M12 211 4



PROGEF Plus silicone free
Ball valve type 546 Pro
With socket fusion spigots metric

Model:
• Lockable lever as standard (DN10-DN50)
• Material: PP-H / silicone free cleaned
• For easy installation and removal
• Ball seals PVDF
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Double bagged 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

16 10 10 71 167 546 621 1 0.120 167 546 631 1 0.120
20 15 10 185 167 546 622 1 0.120 167 546 632 1 0.120
25 20 10 350 167 546 623 1 0.180 167 546 633 1 0.180
32 25 10 700 167 546 624 1 0.260 167 546 634 1 0.260
40 32 10 1000 167 546 625 1 0.450 167 546 635 1 0.450
50 40 10 1600 167 546 626 1 0.640 167 546 636 1 0.640
63 50 10 3100 167 546 627 1 1.210 167 546 637 1 1.210
75 65 10 5000 167 546 628 1 3.800 167 546 638 1 3.800
90 80 10 7000 167 546 629 1 5.600 167 546 639 1 5.600

110 100 10 11000 167 546 630 1 8.800 167 546 640 1 8.800

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 110 82 56 25 35 47 M6 88
20 50 61 27 12 120 82 56 25 35 47 M6 96
25 58 74 30 12 139 105 65 25 44 62 M6 111
32 68 80 36 15 150 105 71 45 44 62 M6 118
40 84 95 44 15 170 131 85 45 57 74 M8 133
50 97 102 51 15 189 131 89 45 57 74 M8 147
63 124 117 64 15 219 152 101 70 66 86 M8 169
75 166 150 85 15 280 269 136 70 64 206 M8 184
90 200 161 105 15 296 269 141 70 64 206 M8 199

110 238 178 123 22 336 319 164 120 64 256 M12 226



PROGEF Plus silicone free
Ball valve type 546 Pro
With butt fusion spigots metric

Model:
• Material: PP-H / silicone free cleaned
• For easy installation and removal
• Ball seals PVDF
• Integrated stainless steel mounting inserts
• Valve end and union nut are not compatible with type 346 (DN10/15-50) and type 370

(DN65-100)
• Double bagged 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

20 15 10 185 167 546 662 1 167 546 672 1
25 20 10 350 167 546 663 1 167 546 673 1
32 25 10 700 167 546 664 1 167 546 674 1
40 32 10 1000 167 546 665 1 167 546 675 1
50 40 10 1600 167 546 666 1 167 546 676 1
63 50 10 3100 167 546 667 1 167 546 677 1
75 65 10 5000 167 546 668 1 167 546 678 1
90 80 10 7000 167 546 669 1 167 546 679 1

110 100 10 11000 167 546 670 1 167 546 680 1

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 74 30 12 143 105 65 25 44 62 M6 139
32 68 80 36 12 150 105 71 25 44 62 M8 146
40 84 95 44 15 171 131 85 45 57 74 M8 167
50 97 102 51 15 190 131 89 45 57 74 M8 186
63 124 117 64 15 220 152 101 45 66 86 M8 216
75 166 150 85 15 266 269 136 70 64 206 M8 270
90 200 161 105 15 264 269 141 70 64 206 M8 268

110 238 178 123 22 301 319 164 120 64 256 M12 305



PROGEF Plus oil free
Ball valve type 546 Pro
With butt fusion spigots IR-Plus SDR11 metric

Model:
• Material: PP-H/oil free cleaned
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

20 15 10 185 167 546 482 1 0.120
25 20 10 350 167 546 483 1 0.183
32 25 10 700 167 546 484 1 0.259
40 32 10 1000 167 546 485 1 0.452
50 40 10 1600 167 546 486 1 0.620
63 50 10 3100 167 546 487 1 1.200
75 65 10 5000 167 546 488 1 3.800
90 80 10 7000 167 546 489 1 5.500

110 100 10 11000 167 546 490 0 8.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 74 30 12 143 105 65 25 44 62 M6 139
32 68 80 36 12 150 105 71 25 44 62 M6 146
40 84 95 44 15 171 131 85 45 57 74 M8 167
50 97 102 51 15 190 131 89 45 57 74 M8 186
63 124 117 64 15 220 152 101 45 66 86 M8 216
75 166 150 85 15 266 269 136 70 64 206 M8 270
90 200 161 105 15 264 269 141 70 64 206 M8 268

110 238 178 123 22 301 319 164 120 64 256 M12 305



PROGEF Plus silicone free
Ball valve type 546 Pro
With backing flanges PP-st metric

Model:
• Material: PP-H / silicone free cleaned
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Double bagged
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501
• Hole circle PN10 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

75 65 10 5000 167 546 828 1 4.300 167 546 838 1 4.300
90 80 10 7000 167 546 829 1 6.400 167 546 839 1 6.400

110 100 10 11000 167 546 830 1 10.000 167 546 840 1 10.000

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 290 70 64 206 M8
90 200 160 18 266 105 15 269 141 310 70 64 206 M8

110 220 180 18 301 123 22 319 164 350 120 64 256 M12



PROGEF Plus oil free
Ball valve type 546 Pro
With fusion sockets metric

Model:
• Material: PP-H/oil free cleaned
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

20 15 10 185 167 546 902 1 0.119 167 546 912 1 0.115
25 20 10 350 167 546 903 1 0.183 167 546 913 1 0.184
32 25 10 700 167 546 904 1 0.258 167 546 914 1 0.260
40 32 10 1000 167 546 905 1 0.440 167 546 915 1 0.440
50 40 10 1600 167 546 906 1 0.610 167 546 916 1 0.620
63 50 10 3100 167 546 907 1 1.113 167 546 917 1 1.145
75 65 10 5000 167 546 908 1 3.700 167 546 918 1 3.700
90 80 10 7000 167 546 909 1 5.500 167 546 919 1 5.500

110 100 10 11000 167 546 910 0 8.700 167 546 920 0 8.700

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

20 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 58 74 30 12 108 106 65 25 44 62 M6 76 3∕4
32 68 80 36 12 118 106 71 25 44 62 M6 82 1
40 84 95 44 15 137 131 85 45 57 74 M8 97 1 1∕4
50 97 102 51 15 147 131 89 45 57 74 M8 101 1 1∕2
63 124 117 64 15 168 152 101 45 66 86 M8 114 2
75 166 150 85 15 233 270 136 70 64 206 M8 171 2 1∕2
90 200 161 105 15 253 270 141 70 64 206 M8 183 3

110 238 178 123 22 293 320 164 120 64 256 M12 211 4



SYGEF Standard
Ball valve type 546 Pro
With fusion sockets metric

Model:
• Material: PVDF
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

SP GP Weight
(kg)

16 10 16 71 175 546 411 1 10 0.195
20 15 16 185 175 546 412 1 10 0.197
25 20 16 350 175 546 413 1 10 0.302
32 25 16 700 175 546 414 1 10 0.431
40 32 16 1000 175 546 415 1 6 0.760
50 40 16 1600 175 546 416 1 6 1.011
63 50 16 3100 175 546 417 1 4 1.856
75 65 16 5000 175 546 418 1 0 6.300
90 80 16 7000 175 546 419 1 0 9.500

110 100 16 11000 175 546 420 1 0 15.000

d
(mm)

DN
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

closest
inch
(inch)

16 10 50 61 27 12 93 82 56 25 35 47 M6 67 3∕8
20 15 50 61 27 12 95 82 56 25 35 47 M6 67 1∕2
25 20 58 74 30 12 108 106 65 25 44 62 M6 76 3∕4
32 25 68 80 36 12 118 106 71 25 44 62 M6 82 1
40 32 84 95 44 15 136 131 85 45 57 74 M8 96 1 1∕4
50 40 97 102 51 15 147 131 89 45 57 74 M8 101 1 1∕2
63 50 124 117 64 15 168 152 101 45 66 86 M8 114 2
75 65 166 150 85 15 233 270 136 70 64 206 M8 171 2 1∕2
90 80 200 161 105 15 254 270 141 70 64 206 M8 184 3

110 100 238 178 123 22 299 320 164 120 64 256 M12 217 4



SYGEF Standard
Ball valve type 546 Pro
With socket fusion spigots metric

Model:
• Material: PVDF
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

SP Weight
(kg)

16 10 16 71 175 546 051 1 0.200
20 15 16 185 175 546 052 1 0.205
25 20 16 350 175 546 053 1 0.310
32 25 16 700 175 546 054 1 0.460
40 32 16 1000 175 546 055 1 0.780
50 40 16 1600 175 546 056 1 1.110
63 50 16 3100 175 546 057 1 2.150

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

16 50 61 27 12 110 82 56 25 35 47 M6 88
20 50 61 27 12 120 82 56 25 35 47 M6 96
25 58 74 30 12 139 105 65 25 44 62 M6 111
32 68 80 36 15 150 105 71 45 44 62 M8 118
40 84 95 44 15 170 131 85 45 57 74 M8 133
50 97 102 51 15 189 131 89 45 57 74 M8 147
63 124 117 64 15 219 152 101 70 66 86 M8 169



SYGEF Standard
Ball valve type 546 Pro
With butt fusion spigots IR-Plus metric

Model:
• Material: PVDF
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

Weight
(kg)

20 16 185 175 546 272 0.201
25 16 350 175 546 273 0.301
32 16 700 175 546 274 0.438
40 16 1000 175 546 275 0.780
50 16 1600 175 546 276 1.110
63 16 3100 175 546 277 1.958
75 16 5000 175 546 278 7.600
90 16 7000 175 546 279 7.457

110 16 11000 175 546 280 17.400

d
(mm)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

20 50 61 27 12 130 82 56 25 35 47 M6 126
25 58 78 30 12 143 105 65 25 44 62 M6 139
32 68 80 36 15 150 105 71 45 44 62 M8 146
40 84 95 44 15 171 131 85 45 57 74 M8 167
50 97 102 51 15 191 131 89 45 57 74 M8 187
63 124 117 64 15 219 152 101 70 66 86 M8 215
75 166 150 85 15 266 269 136 70 64 206 M8 262
90 200 161 105 15 264 269 141 70 64 206 M8 260

110 238 178 123 22 301 319 164 120 64 256 M12 297



SYGEF Standard
Ball valve type 546 Pro
With fixed flange PVDF serrated

Model:
• Material: PVDF
• Lockable lever as standard (DN10-DN50)
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation) 
Option:
• Interface-module with position feedback sensor, incl. LED feedback (DN10-50)
• Manual spring return lever ("Dead man") (DN10-50)
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

SP Weight
(kg)

20 15 16 185 175 546 192 1 0.470
25 20 16 350 175 546 193 1 0.650
32 25 16 700 175 546 194 1 0.940
40 32 16 1000 175 546 195 1 1.489
50 40 16 1600 175 546 196 1 1.889
63 50 16 3100 175 546 197 1 3.097

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

20 94 65 14 87 27 12 120 82 56 130 25 35 47 M6
25 103 75 14 104 30 12 139 105 65 149 25 44 62 M6
32 115 85 14 115 36 12 150 105 71 160 25 44 62 M6
40 138 100 18 139 44 15 170 131 85 180 45 57 74 M8
50 147 110 18 152 51 15 189 131 89 197 45 57 74 M8
63 162 125 18 181 64 15 220 152 101 228 45 66 86 M8



SYGEF Standard
Ball valve type 546 Pro
With backing flanges PP-st metric

Model:
• Material: PVDF
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• Z-dimension, valve end and union nut are compatible with type 546 (1st

 Generation)
• Overall length according to EN 558
• Connecting dimension: ISO 7005, EN 1092, BS 4504, DIN 2501
• Hole circle PN10 
Option:
• Pneumatic or electric actuators from GF
• Individual configuration of the valve possible
• Multifunctional module with integrated limit switches (DN65-100) 

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

SP Weight
(kg)

75 65 16 5000 175 546 808 1 11.700
90 80 16 7000 175 546 809 1 16.000

110 100 16 11000 175 546 810 1 23.900

d
(mm)

D
(mm)

D1
(mm)

D3
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M

75 185 145 18 235 85 15 269 136 213 70 64 206 M8
90 200 160 18 266 105 15 269 141 226 70 64 206 M8

110 220 180 18 301 123 22 319 164 257 120 64 256 M12



SYGEF Standard
Ball valve type 546 Pro
With threaded sockets NPT

Model:
• Material: PVDF
• For easy installation and removal
• Ball seals PTFE
• Integrated stainless steel mounting inserts
• z-dimension, valve end and union nut are not compatible with type 346 
Option:
• Individual configuration of the valve
• Multifunctional module with integrated limit switches
• Pneumatic or electric actuators from GF 
NPT
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

FKM
Code

Weight
(kg)

3∕8 16 10 10 71 175 546 331 0.205
1∕2 20 15 10 185 175 546 332 0.205
3∕4 25 20 10 350 175 546 333 0.325
1 32 25 10 700 175 546 334 0.490

1 1∕4 40 32 10 1000 175 546 335 0.820
1 1∕2 50 40 10 1600 175 546 336 1.135

2 63 50 10 3100 175 546 337 2.150

NPT
(inch)

D
(mm)

H
(mm)

H1
(mm)

H2
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L4
(mm)

L5
(mm)

L6
(mm)

M z
(mm)

3∕8 50 61 27 12 96 82 56 25 35 47 M6 74
1∕2 50 61 27 12 99 82 56 25 35 47 M6 70
3∕4 58 74 30 12 111 106 65 25 44 62 M6 81
1 68 80 36 12 126 106 71 25 44 62 M6 89

1 1∕4 84 95 44 15 146 131 85 45 57 74 M8 106
1 1∕2 97 102 51 15 157 131 89 45 57 74 M8 117

2 124 117 64 15 183 152 101 45 66 86 M8 141



Manual Interface module
For Ball Valve Type 546 Pro

Wersja wykonania
• Accessory for manual ball valve type 546 Pro
• Possibility of electrical feedback, incl. LED in combination with double sensor (accessory)
• Inclusive labelling clip 

DN
(mm)

Manual
Nr kodowy

SP waga
(kg)

H1
(mm)

H2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

10 - 15 198 546 102 1 15 32 37 44 46
20 198 546 103 1 20 32 41 47 48
25 198 546 104 1 20 32 41 47 48
32 198 546 105 1 23 33 53 60 54
40 198 546 106 1 23 33 53 60 54
50 198 546 107 1 26 36 56 62 55

Interface module for GF actuators
For Ball Valve Type 546 Pro

Wersja wykonania
• Accessory for ball valve type 546 Pro
• Interface module acts as interface for GF actuators
• Possibility of electrical feedback, incl. LED in combination with double sensor (accessory)
• Inclusive labelling clip 

DN
(mm)

PA11, PA21
Nr kodowy

SP waga
(kg)

EA15, EA25
Nr kodowy

SP waga
(kg)

10 - 15 198 546 132 1 198 546 142 1
20 198 546 133 1 198 546 143 1
25 198 546 134 1 198 546 144 1
32 198 546 135 1 198 546 145 1
40 198 546 136 1 198 546 146 1
50 198 546 137 1 198 546 147 1

H1
(mm)

H2
(mm)

H3
(mm)

L1
(mm)

L2
(mm)

D1
(mm)

D3
(mm)

D4
(mm)

16 35 17 65 65 42 M5
16 35 17 65 65 42 M5
16 35 17 65 65 42 M5
18 33 15 72 79 50 M6
18 33 15 72 79 50 M6
18 36 15 72 79 50 M6



Interface module for Norm actuators
For Ball Valve Type 546 Pro

Wersja wykonania
• Accessory for ball valve type 546 Pro
• For ball valve norm interfaces according to EN ISO 5211
• Possibility of electrical feedback, incl. LED in combination with double sensor (accessory)
• Inclusive labelling clip 

DN
(mm)

Norm
Nr kodowy

SP waga
(kg)

DN10-15 SW09 198 546 122 1
DN20-25 SW09 198 546 124 1
DN20-25 SW11/14 198 546 125 1
DN32-40 SW11/14 198 546 126 1
DN50 SW11/14 198 546 127 1
DN10-15 SW11/14 198 546 123 1

H1
(mm)

H2
(mm)

H3
(mm)

L1
(mm)

L2
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

D4
(mm)

9 35 15 65 65 42 50 M6 M5
11 35 15 65 65 42 50 M6 M5

9 35 15 65 65 42 50 M6 M5
11 35 15 65 65 50 M6
11 33 13 72 79 50 M6
11 36 13 72 79 50 M6

Double sensor for electrical position feedback
For Ball Valve Type 546 Pro

Wersja wykonania
• Accessory for ball valve type 546 Pro
• Enables electrical position feedback, incl. LED, in combination with GF interface module
• IP67 rating 
Specifications:
• Switching function: 2x normally open (NO)
• Output type: PNP
• Output polarity: DC
• Output type: 3-wire
• Operating voltage (UB): 10... 30V DC
• Reverse polarity protection: all connections
• Voltage drop (Ud): ≤3V
• Operating current (LL): 0... 150mA
• Off-state current (Lr): 0... 0.5mA typ. 0.1 µA at 25°C
• No-load supply current (L0): ≤25mA
• MTTFd: 780 a
• Ambient temperature: -25...70°C (-13...158°F)
• Connection (system side): 4-pin, M12 x 1 connector
• Standards: EN 60947-5-2:2007, EN 60947-5-2/A1:2012 IEC 60947-5-2:2007, IEC 60947-5-2
AMD 1:2012 

DN
(mm)

LED Signal Colour PNP
Nr kodowy

SP waga
(kg)

L1
(mm)

L2
(mm)

L3
(mm)

M1

10 - 50 Closed: Green / Open: Red 198 546 001 1 26 30 15 M12
10 - 50 Closed: Red / Open: Green 198 546 002 1 26 30 15 M12



Lever 546 Pro

Wersja wykonania
• Accessory for ball valve type 546 Pro
• Lockable as a standard (DN10-50) 
Uwagi:
Only works with Ball valve type 546 Pro 

DN
(mm)

Lever 546
Pro

Nr kodowy

SP waga
(kg)

15 198 546 400 0,100
20 198 546 401 0,100
25 198 546 402 0,100
32 198 546 403 0,100
40 198 546 404 0,100
50 198 546 405 0,100

Lever 542

Wersja wykonania
• Accessory for ball valve type 542 

DN
(mm)

Lever 542
red

Nr kodowy

SP waga
(kg)

Lever 542
blue

Nr kodowy

SP waga
(kg)

15 198 546 410 1 0,014 198 546 420 1 0,014
20 - 25 198 546 411 1 0,027 198 546 421 1 0,027
32 - 40 198 546 412 1 0,043 198 546 422 1 0,043

50 198 546 413 1 0,061 198 546 423 1 0,061

Lever 546

Wersja wykonania
• Spare part for ball valve 546 

DN
(mm)

d
(mm)

red (K01)
Nr kodowy

black (K02)
Nr kodowy

waga
(kg)

H
(mm)

L5
(mm)

L1
(mm)

D
(mm)

L6
(mm)

10 ‐ 15 16 ‐ 20 167 484 088 167 484 076 0,012 31 32 77 26 45
20 25 167 484 089 167 484 077 0,022 37 39 97 34 58
25 32 167 484 090 167 484 078 0,022 37 39 97 34 58
32 40 167 484 091 167 484 079 0,042 46 54 128 40 74
40 50 167 484 092 167 484 080 0,042 46 54 128 40 74
50 63 167 484 093 167 484 081 0,059 54 66 152 44 87
65 75 167 484 094 167 484 082 0,250 58 64 270 106 206
80 90 167 484 095 167 484 083 0,250 58 64 270 106 206

100 110 167 484 096 167 484 084 0,298 60 64 320 106 256



Female connector
For double sensor (Ball valve 546 Pro)

Wersja wykonania
• Accessory for ball valve type 546 Pro
• Connects double sensor to PLC
• Cable is flame-resistant
• Degree of protection IP67 / IP68 / IP69K 
Uwagi:
Degree of protection: EN60529:2000
Standards: IEC 61076-2-101:2008
Ambient temperature:
- Body: -40 ... 90 °C (-40 ... 194 °F)
- cable, fixed: -25 ... 70 °C (-13 ... 158 °F)
- cable, flexing: -5 ... 70 °C (23 ... 158 °F)
Pollution degree: 3 

DN
(mm)

Nr kodowy Model

10-50 198 546 150 Connector without cable
10-50 198 546 151 Connector with cable (5m PVC)
10-50 198 546 152 Connector with cable (10m PVC)
10-50 198 546 153 Connector with cable (5m PUR)
10-50 198 546 154 Connector with cable (10m PUR)

Adapter for padlocks
For Ball valve type 546 Pro  

Wersja wykonania
• Accessory for ball valve type 546 Pro
• Accepts Shackle Diameter up to 9/32in (7mm)
• Holds up to 2 safety padlocks 

DN
(mm)

Nr kodowy SP

10-50 198 546 099 1



table continued on the next page

Industry valves
ecoFIT

Valves
PVC-U body

ecoFIT
Ball valve type 542
With butt fusion spigots (metric)
PE100 - SDR11

Model:
• Material: PVC-U/ PE
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

1∕2 20 15 10 185 161 542 782 1 161 542 792 1
3∕4 25 20 10 350 161 542 783 1 161 542 793 1
1 32 25 10 700 161 542 784 1 161 542 794 1

1 1∕4 40 32 10 1000 161 542 785 1 161 542 795 1
1 1∕2 50 40 10 1600 161 542 786 1 161 542 796 1

2 63 50 10 3100 161 542 787 1 161 542 797 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 189 110 89 41 69 4.6

124 108 220 128 101 49 79 5.8

ecoFIT
Ball valve type 542
With butt fusion spigots long (metric)
PE100 - SDR11

Model:
• Material: PVC-U/ PE
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

1∕2 20 15 10 185 161 542 822 1 161 542 832 1
3∕4 25 20 10 350 161 542 823 1 161 542 833 1
1 32 25 10 700 161 542 824 1 161 542 834 1

1 1∕4 40 32 10 1000 161 542 825 1 161 542 835 1
1 1∕2 50 40 10 1600 161 542 826 1 161 542 836 1

2 63 50 10 3100 161 542 827 1 161 542 837 1



D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 193 72 56 26 46 1.9
58 66 218 93 65 34 59 2.3
68 71 224 93 71 34 59 2.9
84 85 250 110 85 41 69 3.7
97 92 271 110 89 41 69 4.6

124 108 321 128 101 49 79 5.8

ecoFIT
Ball valve type 542
With butt fusion spigots (metric)
PE100 - SDR11

Model:
• Material: PVC-U/ PE
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

1∕2 20 15 16 185 161 541 782 1
3∕4 25 20 16 350 161 541 783 1
1 32 25 16 700 161 541 784 1

1 1∕4 40 32 16 1000 161 541 785 1
1 1∕2 50 40 16 1600 161 541 786 1

2 63 50 16 3100 161 541 787 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 189 110 89 41 69 4.6

124 108 220 128 101 49 79 5.8



table continued on the next page

ecoFIT
Ball valve type 542
With butt fusion spigots long (metric)
PE100 - SDR11

Model:
• Material: PVC-U/ PE
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

1∕2 20 15 16 185 161 541 822 1
3∕4 25 20 16 350 161 541 823 1
1 32 25 16 700 161 541 824 1

1 1∕4 40 32 16 1000 161 541 825 1
1 1∕2 50 40 16 1600 161 541 826 1

2 63 50 16 3100 161 541 827 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 193 72 56 26 46 1.9
58 66 218 93 65 34 59 2.3
68 71 224 93 71 34 59 2.9
84 85 250 110 85 41 69 3.7
97 92 271 110 89 41 69 4.6

124 108 321 128 101 49 79 5.8

PP body

ecoFIT
Ball valve type 542
With butt fusion spigots (metric)
PE100 - SDR11

Model:
• Material: PP-H/ PE
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

1∕2 20 15 10 185 167 542 142 1 167 542 152 1
3∕4 25 20 10 350 167 542 143 1 167 542 153 1
1 32 25 10 700 167 542 144 1 167 542 154 1

1 1∕4 40 32 10 1000 167 542 145 1 167 542 155 1
1 1∕2 50 40 10 1600 167 542 146 1 167 542 156 1

2 63 50 10 3100 167 542 147 1 167 542 157 1



D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 189 110 89 41 69 4.6

124 108 220 128 101 49 79 5.8

ecoFIT
Ball valve type 542
With butt fusion spigots long (metric)
PE100 - SDR11

Model:
• Material: PP-H/ PE
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

1∕2 20 15 10 185 167 542 282 1 0.131 167 542 292 1 0.131
3∕4 25 20 10 350 167 542 283 1 0.195 167 542 293 1 0.195
1 32 25 10 700 167 542 284 1 0.285 167 542 294 1 0.285

1 1∕4 40 32 10 1000 167 542 285 1 0.485 167 542 295 1 0.485
1 1∕2 50 40 10 1600 167 542 286 1 0.703 167 542 296 1 0.703

2 63 50 10 3100 167 542 287 1 1.296 167 542 297 1 1.296

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 193 72 56 26 46 1.9
58 66 218 93 65 34 59 2.3
68 71 224 93 71 34 59 2.9
84 85 250 110 85 41 69 3.7
97 92 271 110 89 41 69 4.6

124 108 321 128 101 49 79 5.8



ecoFIT
Ball valve type 542
With butt fusion spigots (metric)
PE100 - SDR11

Model:
• Material: PP-H/ PE
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

1∕2 20 15 16 185 167 541 142 1 0.120
3∕4 25 20 16 350 167 541 143 1 0.184
1 32 25 16 700 167 541 144 1 0.262

1 1∕4 40 32 16 1000 167 541 145 1 0.440
1 1∕2 50 40 16 1600 167 541 146 1 0.637

2 63 50 16 3100 167 541 147 1 1.176

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 189 110 89 41 69 4.6

124 108 220 128 101 49 79 5.8

ecoFIT
Ball valve type 542
With butt fusion spigots long (metric)
PE100 - SDR11

Model:
• Material: PP-H/ PE
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

1∕2 20 15 16 185 167 541 282 1
3∕4 25 20 16 350 167 541 283 1
1 32 25 16 700 167 541 284 1

1 1∕4 40 32 16 1000 167 541 285 1
1 1∕2 50 40 16 1600 167 541 286 1

2 63 50 16 3100 167 541 287 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 193 72 56 26 46 1.9
58 66 218 93 65 34 59 2.3
68 71 224 93 71 34 59 2.9
84 85 250 110 85 41 69 3.7
97 92 271 110 89 41 69 4.6

124 108 321 128 101 49 79 5.8



table continued on the next page

PVC-U metric

Hand-operated valves
Ball valves

Ball valve type 542 PVC-U
With cemented socket (metric)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 16 71 161 542 001 1 0.148 161 542 011 1 0.148
1∕2 20 15 16 185 161 542 002 1 0.150 161 542 012 1 0.150
3∕4 25 20 16 350 161 542 003 1 0.233 161 542 013 1 0.233
1 32 25 16 700 161 542 004 1 0.336 161 542 014 1 0.336

1 1∕4 40 32 16 1000 161 542 005 1 0.600 161 542 015 1 0.600
1 1∕2 50 40 16 1600 161 542 006 1 0.830 161 542 016 1 0.830

2 63 50 16 3100 161 542 007 1 1.523 161 542 017 1 1.523

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 92 72 56 26 46 64
50 54 95 72 56 26 46 63
58 66 110 93 65 34 59 73
68 71 124 93 71 34 59 79
84 85 147 110 85 41 69 94
97 92 157 110 89 41 69 95

124 108 184 128 101 49 79 108

Ball valve type 542 PVC-U
With threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

3∕8 16 10 16 71 161 542 021 1 161 542 031 1
1∕2 20 15 16 185 161 542 022 1 161 542 032 1
3∕4 25 20 16 350 161 542 023 1 161 542 033 1
1 32 25 16 700 161 542 024 1 161 542 034 1

1 1∕4 40 32 16 1000 161 542 025 1 161 542 035 1
1 1∕2 50 40 16 1600 161 542 026 1 161 542 036 1

2 63 50 16 3100 161 542 027 1 161 542 037 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 95 72 56 26 46 69
50 54 100 72 56 26 46 67
58 66 115 93 65 34 59 79



table continued on the next page

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

68 71 128 93 71 34 59 86
84 85 146 110 85 41 69 100
97 92 152 110 89 41 69 106

124 108 177 128 101 49 79 122

Ball valve type 542 PVC-U
With cemented spigots (metric)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

3∕8 16 10 16 71 161 542 041 1 161 542 051 1
1∕2 20 15 16 185 161 542 042 1 161 542 052 1
3∕4 25 20 16 350 161 542 043 1 161 542 053 1
1 32 25 16 700 161 542 044 1 161 542 054 1

1 1∕4 40 32 16 1000 161 542 045 1 161 542 055 1
1 1∕2 50 40 16 1600 161 542 046 1 161 542 056 1

2 63 50 16 3100 161 542 047 1 161 542 057 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 114 72 56 26 46 3.1
50 54 124 72 56 26 46 3.1
58 66 144 93 65 34 59 3.1
68 71 155 93 71 34 59 4.1
84 85 175 110 85 41 69 4.6
97 92 193 110 89 41 69 5.6

124 108 224 128 101 49 79 7.1

Ball valve type 542 PVC-U
With cemented socket (metric)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

3∕8 16 10 16 71 161 541 001 12 0.148
1∕2 20 15 16 185 161 541 002 12 0.150
3∕4 25 20 16 350 161 541 003 6 0.233



Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

1 32 25 16 700 161 541 004 6 0.336
1 1∕4 40 32 16 1000 161 541 005 6 0.600
1 1∕2 50 40 16 1600 161 541 006 6 0.830

2 63 50 16 3100 161 541 007 4 1.523

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 92 72 56 26 46 64
50 54 95 72 56 26 46 63
58 66 110 93 65 34 59 73
68 71 124 93 71 34 59 79
84 85 147 110 85 41 69 94
97 92 157 110 89 41 69 95

124 108 184 128 101 49 79 108

Ball valve type 542
With PVC-U threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

3∕8 16 10 16 71 161 541 021 12 0.150
1∕2 20 15 16 185 161 541 022 12 0.155
3∕4 25 20 16 350 161 541 023 6 0.238
1 32 25 16 700 161 541 024 6 0.348

1 1∕4 40 32 16 1000 161 541 025 6 0.603
1 1∕2 50 40 16 1600 161 541 026 6 0.800

2 63 50 16 3100 161 541 027 4 1.575

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 95 72 56 26 46 69
50 54 100 72 56 26 46 67
58 66 115 93 65 34 59 79
68 71 128 93 71 34 59 86
84 85 146 110 85 41 69 100
97 92 152 110 89 41 69 106

124 108 177 128 101 49 79 122



Ball valve type 542 PVC-U
With cemented spigots (metric)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 16 71 161 541 041 1
1∕2 20 15 16 185 161 541 042 1
3∕4 25 20 16 350 161 541 043 1
1 32 25 16 700 161 541 044 1

1 1∕4 40 32 16 1000 161 541 045 1
1 1∕2 50 40 16 1600 161 541 046 1

2 63 50 16 3100 161 541 047 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 114 72 56 26 46 3.1
50 54 124 72 56 26 46 3.1
58 66 144 93 65 34 59 3.1
68 71 155 93 71 34 59 4.1
84 85 175 110 85 41 69 4.6
97 92 193 110 89 41 69 5.6

124 108 224 128 101 49 79 7.1



table continued on the next page

PROGEF Standard metric

Hand-operated valves
Ball valves

Ball valve type 542 PP-H
With fusion socket

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

3∕8 16 10 10 71 167 542 001 1 167 542 011 1
1∕2 20 15 10 185 167 542 002 1 167 542 012 1
3∕4 25 20 10 350 167 542 003 1 167 542 013 1
1 32 25 10 700 167 542 004 1 167 542 014 1

1 1∕4 40 32 10 1000 167 542 005 1 167 542 015 1
1 1∕2 50 40 10 1600 167 542 006 1 167 542 016 1

2 63 50 10 3100 167 542 007 1 167 542 017 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 93 72 56 26 46 67
50 54 95 72 56 26 46 67
58 66 109 93 65 34 59 77
68 71 119 93 71 34 59 83
84 85 137 110 85 41 69 97
97 92 147 110 89 41 69 101

124 108 169 128 101 49 79 115

Ball valve type 542 PP-H
With threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

3∕8 16 10 10 71 167 542 021 1 167 542 031 1
1∕2 20 15 10 185 167 542 022 1 167 542 032 1
3∕4 25 20 10 350 167 542 023 1 167 542 033 1
1 32 25 10 700 167 542 024 1 167 542 034 1

1 1∕4 40 32 10 1000 167 542 025 1 167 542 035 1
1 1∕2 50 40 10 1600 167 542 026 1 167 542 036 1

2 63 50 10 3100 167 542 027 1 167 542 037 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 96 72 56 26 46 70
50 54 99 72 56 26 46 66
58 66 111 93 65 34 59 75



table continued on the next page

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

68 71 127 93 71 34 59 85
84 85 147 110 85 41 69 101
97 92 157 110 89 41 69 111

124 108 184 128 101 49 79 129

Ball valve type 542 PP-H
With threaded socket (NPT)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 10 71 167 542 321 1 0.120 167 542 331 1 0.120
1∕2 20 15 10 185 167 542 322 1 0.128 167 542 332 1 0.128
3∕4 25 20 10 350 167 542 323 1 0.180 167 542 333 1 0.180
1 32 25 10 700 167 542 324 1 0.270 167 542 334 1 0.270

1 1∕4 40 32 10 1000 167 542 325 1 0.460 167 542 335 1 0.460
1 1∕2 50 40 10 1600 167 542 326 1 0.635 167 542 336 1 0.635

2 63 50 10 3100 167 542 327 1 1.204 167 542 337 1 1.204

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 96 72 56 26 46 70
50 54 99 72 56 26 46 66
58 66 111 93 65 34 59 78
68 71 127 93 71 34 59 86
84 85 147 110 85 41 69 103
97 92 157 110 89 41 69 113

124 108 184 128 101 49 79 138

Ball valve type 542 PP-H
With butt fusion spigots SDR11 (metric)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

1∕2 20 15 10 185 167 542 442 1 167 542 452 1
3∕4 25 20 10 350 167 542 443 1 167 542 453 1
1 32 25 10 700 167 542 444 1 167 542 454 1

1 1∕4 40 32 10 1000 167 542 445 1 167 542 455 1
1 1∕2 50 40 10 1600 167 542 446 1 167 542 456 1

2 63 50 10 3100 167 542 447 1 167 542 457 1



D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 190 110 89 41 69 4.6

124 108 221 128 101 49 79 5.8

Ball valve type 542 PP-H
With fusion socket (metric)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 10 71 167 541 001 12
1∕2 20 15 10 185 167 541 002 12
3∕4 25 20 10 350 167 541 003 6
1 32 25 10 700 167 541 004 6

1 1∕4 40 32 10 1000 167 541 005 6
1 1∕2 50 40 10 1600 167 541 006 6

2 63 50 10 3100 167 541 007 4

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 93 72 56 26 46 67
50 54 95 72 56 26 46 67
58 66 109 93 65 34 59 77
68 71 119 93 71 34 59 83
84 85 137 110 85 41 69 97
97 92 147 110 89 41 69 101

124 108 169 128 101 49 79 115



Ball valve type 542 PP-H
With threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 10 71 167 541 021 12
1∕2 20 15 10 185 167 541 022 12
3∕4 25 20 10 350 167 541 023 6
1 32 25 10 700 167 541 024 6

1 1∕4 40 32 10 1000 167 541 025 6
1 1∕2 50 40 10 1600 167 541 026 6

2 63 50 10 3100 167 541 027 4

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 96 72 56 26 46 70
50 54 99 72 56 26 46 66
58 66 111 93 65 34 59 75
68 71 127 93 71 34 59 85
84 85 147 110 85 41 69 101
97 92 157 110 89 41 69 111

124 108 184 128 101 49 79 129

Ball valve type 542 PP-H
With threaded socket (NPT)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 10 71 167 541 321 12
1∕2 20 15 10 185 167 541 322 12
3∕4 25 20 10 350 167 541 323 6
1 32 25 10 700 167 541 324 6

1 1∕4 40 32 10 1000 167 541 325 6
1 1∕2 50 40 10 1600 167 541 326 6

2 63 50 10 3100 167 541 327 4

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 96 72 56 26 46 70
50 54 99 72 56 26 46 66
58 66 111 93 65 34 59 78
68 71 127 93 71 34 59 86
84 85 147 110 85 41 69 103
97 92 157 110 89 41 69 113

124 108 184 128 101 49 79 138



Ball valve type 542 PP-H
With butt fusion spigots SDR11

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

1∕2 20 15 10 185 167 541 442 1
3∕4 25 20 10 350 167 541 443 1
1 32 25 10 700 167 541 444 1

1 1∕4 40 32 10 1000 167 541 445 1
1 1∕2 50 40 10 1600 167 541 446 1

2 63 50 10 3100 167 541 447 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 130 72 56 26 46 1.9
58 66 144 93 65 34 59 2.3
68 71 151 93 71 34 59 2.9
84 85 171 110 85 41 69 3.7
97 92 190 110 89 41 69 4.6

124 108 220 128 101 49 79 5.8



table continued on the next page

PVC-C metric

Hand-operated and control valves
Ball valves

Ball valve type 542 PVC-C
With cemented socket (metric)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 16 71 163 542 001 1 0.160 163 542 011 1 0.160
1∕2 20 15 16 185 163 542 002 1 0.163 163 542 012 1 0.163
3∕4 25 20 16 350 163 542 003 1 0.252 163 542 013 1 0.252
1 32 25 16 700 163 542 004 1 0.362 163 542 014 1 0.362

1 1∕4 40 32 16 1000 163 542 005 1 0.638 163 542 015 1 0.638
1 1∕2 50 40 16 1600 163 542 006 1 0.891 163 542 016 1 0.891

2 63 50 16 3100 163 542 007 1 1.644 163 542 017 1 1.644

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 92 72 56 26 46 64
50 54 95 72 56 26 46 63
58 66 110 93 65 34 59 73
68 71 124 93 71 34 59 79
84 85 147 110 85 41 69 94
97 92 157 110 89 41 69 95

124 108 184 128 101 49 79 108

Ball valve type 542 PVC-C 
With threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

FKM
Code

SP Weight
(kg)

3∕8 16 10 16 71 163 542 021 1 0.160 163 542 031 1 0.160
1∕2 20 15 16 185 163 542 022 1 0.160 163 542 032 1 0.160
3∕4 25 20 16 350 163 542 023 1 0.245 163 542 033 1 0.245
1 32 25 16 700 163 542 024 1 0.365 163 542 034 1 0.365

1 1∕4 40 32 16 1000 163 542 025 1 0.660 163 542 035 1 0.660
1 1∕2 50 40 16 1600 163 542 026 1 0.890 163 542 036 1 0.890

2 63 50 16 3100 163 542 027 1 1.650 163 542 037 1 1.650

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 95 72 56 26 46 69
50 54 100 72 56 26 46 67
58 66 115 93 65 34 59 79



table continued on the next page

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

68 71 128 93 71 34 59 86
84 85 146 110 85 41 69 100
97 92 152 110 89 41 69 106

124 108 177 128 101 49 79 122

Ball valve type 542 PVC-C
With cemented spigots (metric)

Model:
• For easy installation and removal
• Ball seals PTFE/ red lever 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP FKM
Code

SP

3∕8 16 10 16 71 163 542 041 1 163 542 051 1
1∕2 20 15 16 185 163 542 042 1 163 542 052 1
3∕4 25 20 16 350 163 542 043 1 163 542 053 1
1 32 25 16 700 163 542 044 1 163 542 054 1

1 1∕4 40 32 16 1000 163 542 045 1 163 542 055 1
1 1∕2 50 40 16 1600 163 542 046 1 163 542 056 1

2 63 50 16 3100 163 542 047 1 163 542 057 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 114 72 56 26 46 3.1
50 54 124 72 56 26 46 3.1
58 66 144 93 65 34 59 3.1
68 71 155 93 71 34 59 4.1
84 85 175 110 85 41 69 4.6
97 92 193 110 89 41 69 5.6

124 108 224 128 101 49 79 7.1

Ball valve type 542 PVC-C
With cemented socket (metric)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 16 71 163 541 001 12
1∕2 20 15 16 185 163 541 002 12
3∕4 25 20 16 350 163 541 003 6



Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

1 32 25 16 700 163 541 004 6
1 1∕4 40 32 16 1000 163 541 005 6
1 1∕2 50 40 16 1600 163 541 006 6

2 63 50 16 3100 163 541 007 4

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 92 72 56 26 46 64
50 54 95 72 56 26 46 63
58 66 110 93 65 34 59 73
68 71 124 93 71 34 59 79
84 85 147 110 85 41 69 94
97 92 157 110 89 41 69 95

124 108 184 128 101 49 79 108

Ball valve type 542 PVC-C
With threaded socket (Rp)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP Weight
(kg)

3∕8 16 10 16 71 163 541 021 12 0.160
1∕2 20 15 16 185 163 541 022 12 0.160
3∕4 25 20 16 350 163 541 023 6 0.245
1 32 25 16 700 163 541 024 6 0.365

1 1∕4 40 32 16 1000 163 541 025 6 0.660
1 1∕2 50 40 16 1600 163 541 026 6 0.890

2 63 50 16 3100 163 541 027 4 1.650

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

z
(mm)

50 54 95 72 56 26 46 69
50 54 100 72 56 26 46 67
58 66 115 93 65 34 59 79
68 71 128 93 71 34 59 86
84 85 146 110 85 41 69 100
97 92 152 110 89 41 69 106

124 108 177 128 101 49 79 122



Ball valve type 542 PVC-C
With cemented spigots (metric)

Model:
• For easy installation and removal
• Ball seals PE/ blue lever
• For water application 
Option:
• Individual configuration of the valve possible 
Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

kv-value
(Δp=1 bar)

(l ⁄ min)

EPDM
Code

SP

3∕8 16 10 16 71 163 541 041 1
1∕2 20 15 16 185 163 541 042 1
3∕4 25 20 16 350 163 541 043 1
1 32 25 16 700 163 541 044 1

1 1∕4 40 32 16 1000 163 541 045 1
1 1∕2 50 40 16 1600 163 541 046 1

2 63 50 16 3100 163 541 047 1

D
(mm)

H
(mm)

L
(mm)

L1
(mm)

L2
(mm)

L5
(mm)

L6
(mm)

e
(mm)

50 54 114 72 56 26 46 3.1
50 54 124 72 56 26 46 3.1
58 66 144 93 65 34 59 3.1
68 71 155 93 71 34 59 4.1
84 85 175 110 85 41 69 4.6
97 92 193 110 89 41 69 5.6

124 108 224 128 101 49 79 7.1
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GF Piping Systems

Świat w zasięgu ręki
Nasi partnerzy handlowi i przedstawiciele zapewniają 
lokalną obsługę klientów w ponad 100 krajach.

www.gfps.com

Argentina /  Southern South America
Georg Fischer Central Plastics Sudamérica 
S.R.L.
Buenos Aires / Argentina
Phone +54 11 4512 02 90
gfcentral.ps.ar@georgfischer.com
www.gfps.com/ar

Australia
George Fischer Pty Ltd
Riverwood NSW 2210
Phone +61 (0) 2 9502 8000
australia.ps@georgfischer.com
www.gfps.com/au

Austria
Georg Fischer Rohrleitungssysteme GmbH
3130 Herzogenburg
Phone +43 (0) 2782 856 43-0
austria.ps@georgfischer.com
www.gfps.com/at

Belgium /  Luxembourg
Georg Fischer NV/SA
1600 Sint-Pieters-Leeuw / Belgium
Phone +32 (0) 2 556 40 20
Fax +32 (0) 2 524 34 26
be.ps@georgfischer.com
www.gfps.com/be

Brazil
Georg Fischer Sist. de Tub. Ltda.
04571-020 São Paulo/SP
Phone +55 (0) 11 5525 1311
br.ps@georgfischer.com
www.gfps.com/br

Canada
Georg Fischer Piping Systems Ltd
Mississauga, ON L5T 2B2
Phone +1 (905) 670 8005
Fax +1 (905) 670 8513
ca.ps@georgfischer.com
www.gfps.com/ca

China
Georg Fischer  Piping Systems Ltd
Shanghai 201319
Phone +86 21 3899 3899
china.ps@georgfischer.com
www.gfps.com/cn

Denmark /  Iceland
Georg Fischer A/S
2630 Taastrup / Denmark
Phone +45 (0) 70 22 19 75
info.dk.ps@georgfischer.com
www.gfps.com/dk

Finland
Georg Fischer AB
01510 Vantaa
Phone +358 (0) 9 586 58 25
Fax +358 (0) 9 586 58 29
info.fi.ps@georgfischer.com
www.gfps.com/fi

France
Georg Fischer SAS
95932 Roissy Charles de Gaulle 
Cedex
Phone +33 (0) 1 41 84 68 84
fr.ps@georgfischer.com
www.gfps.com/fr

Germany
Georg Fischer GmbH
73095 Albershausen
Phone +49 (0) 7161 302 0
info.de.ps@georgfischer.com
www.gfps.com/de

India
Georg Fischer Piping Systems Pvt. 
Ltd
400 083 Mumbai
Phone +91 22 4007 2000
Fax +91 22 4007 2020
branchoffice@georgfischer.com
www.gfps.com/in

Indonesia
PT Georg Fischer Indonesia
Karawang 41371, Jawa Barat
Phone  +62 267 432 044
Fax  +62 267 431 857
indonesia.ps@georgfischer.com
www.gfps.com/id

Italy
Georg Fischer S.p.A.
20063 Cernusco S/N (MI)
Phone +39 02 921 861
it.ps@georgfischer.com
www.gfps.com/it

Japan
Georg Fischer Ltd
530-0003 Osaka
Phone +81 (0) 6 6341 2451
jp.ps@georgfischer.com
www.gfps.com/jp

Korea
Georg Fischer Korea Co. Ltd
Unit 2501, U-Tower
120 Heungdeok Jungang-ro
(Yeongdeok-dong)
Giheung-gu, Yongin-si, Gyeonggi-do
Phone +82 31 8017 1450
Fax +82 31 217 1454
kor.ps@georgfischer.com
www.gfps.com/kr

Malaysia
George Fischer (M) Sdn. Bhd.
41200 Klang, Selangor Darul Ehsan
Phone +60 (0) 3 3122 5585
Fax +60 (0) 3 3122 5575
my.ps@georgfischer.com
www.gfps.com/my

Mexico /  Northern Latin America
Georg Fischer S.A. de C.V.
CP 66636 Apodaca, Nuevo Leon / Mexico
Phone +52 (81) 1340 8586
Fax +52 (81) 1522 8906
mx.ps@georgfischer.com
www.gfps.com/mx

Middle East
Georg Fischer Piping Systems (Switzerland) 
Ltd
Dubai / United Arab Emirates
Phone +971 4 289 49 60
gcc.ps@georgfischer.com
www.gfps.com/int

Netherlands
Georg Fischer N.V.
8161 PA Epe
Phone +31 (0) 578 678 222
nl.ps@georgfischer.com
www.gfps.com/nl

New Zealand
Georg Fischer Ltd
5018 Upper Hutt
Phone +04 527 9813
Fax +04 527 9834
nz.ps@georgfischer.com
www.gfps.com/nz

Norway
Georg Fischer AS
1351 Rud
Phone +47 67 18 29 00
no.ps@georgfischer.com
www.gfps.com/no

Philippines
George Fischer Pte Ltd
Representative Office
1604 Pasig City
Phone +632 571 2365
Fax  +632 571 2368
sgp.ps@georgfischer.com
www.gfps.com/sg

Poland
Georg Fischer Sp. z o.o.
05-090 Sekocin Nowy
Phone +48 (0) 22 31 31 0 50
poland.ps@georgfischer.com
www.gfps.com/pl

Romania
Georg Fischer Piping Systems (Switzerland) 
Ltd
020257 Bucharest - Sector 2
Phone +40 (0) 21 230 53 80
ro.ps@georgfischer.com
www.gfps.com/int

Russia
Georg Fischer Piping Systems (Switzerland) 
Ltd
Moscow 125040
Phone +7 495 748 11 44
ru.ps@georgfischer.com
www.gfps.com/ru

Singapore
George Fischer Pte Ltd
528 872 Singapore
Phone +65 6747 0611
Fax +65 6747 0577
sgp.ps@georgfischer.com
www.gfps.com/sg

Spain /  Portugal
Georg Fischer S.A.
28046 Madrid / Spain
Phone +34 (0) 91 781 98 90
es.ps@georgfischer.com
www.gfps.com/es

Sweden
Georg Fischer AB
117 43 Stockholm
Phone +46 (0) 8 506 775 00
info.se.ps@georgfischer.com
www.gfps.com/se

Switzerland
Georg Fischer Rohrleitungssysteme (Schweiz) 
AG
8201 Schaffhausen
Phone +41 (0) 52 631 3026
ch.ps@georgfischer.com
www.gfps.com/ch

Taiwan
Georg Fischer Co. Ltd
San Chung Dist., New Taipei City
Phone +886 2 8512 2822
Fax +886 2 8512 2823
www.gfps.com/tw

United Kingdom /  Ireland
George Fischer Sales Limited
Coventry, CV2 2ST / United Kingdom
Phone +44 (0) 2476 535 535
uk.ps@georgfischer.com
www.gfps.com/uk

USA /  Caribbean
Georg Fischer LLC
92618 Irvine, CA / USA
Phone +1 714 731 8800
Fax +1 714 731 6201
us.ps@georgfischer.com
www.gfps.com/us

Vietnam
George Fischer Pte Ltd
Representative Office
Ho Chi Minh City
Phone + 84 28 3948 4000
Fax + 84 28 3948 4010
sgp.ps@georgfischer.com
www.gfps.com/vn

International
Georg Fischer Piping Systems (Switzerland) Ltd
8201 Schaffhausen / Switzerland
Phone +41 (0) 52 631 3003
Fax +41 (0) 52 631 2893
info.export@georgfischer.com
www.gfps.com/int

Informacje i szczegóły techniczne (dalej zwane "Dane")  w niniejszym dokumencie nie są wiążące, chyba że zostaną potwierdzone na piśmie.
Dane nie mogą być podstawą  gwarancji wytrzymałości, trwałości lub zachowania poszczególnych cech.
Wszystkie dane mogą ulec zmianie. Obowiązują ogólne warunki sprzedaży firmy Georg Fischer Sp. z o. o.
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